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INSTRUCTION TOWER LEG KIT INSTAL
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ITEM 
NO.

PART 
NUMBER Description QTY.

1 U893020 30G UTILIGUARD SAFETY CABINET 1
2 S44544PB TOWER LEG ASSY PAINTED W/RIVNUT 2
3 RM04503W LEG LEVELLER 3/8-16 X 2"LG 8
4 RM05556W SCREW #12-14X1" SELF DRILLING 12

LEG INSTALLATION INSTRUCTIONS:

NOTE: ONLY INSTALL THE LEGS ONTO AN EMPTY
CABINET AFTER EVERYTHING ON THE INSIDE HAS BEEN 
REMOVED.

STEPS:

1) SAFELY TIP THE CABINET BACK SO THAT THE CABINET
IS HORIZONTAL AND ON ITS BACK. REST THE CABINET
ON SOMETHING THAT BOTH HOLDS THE BACK OF THE 
CABINET OFF THE GROUND BY AT LEAST 2" AND WILL
NOT SCRATCH THE PAINT ON THE BACK OF THE CABINET.

2) ORIENT THE LEG ASSEMBLY AS SHOWN IN THE
ILLUSTRATION SO THAT THE 1/2" DIA HOLES IN THE 
BRACKET LINES UP WITH THE LEG LEVELLER PLATES ON THE 
CABINET'S BOTTOM PLATE AND SCREW IN THE LEG
LEVELLERS SO THAT THEY HOLD THE LEG ASSEMBLY IN
PLACE BUT ARE STILL A LITTLE LOOSE.

3) INSTALL (6) SCREWS THROUGH THE HOLES ON THE
LEGS INTO THE BOTTOM OF THE CABINET. THERE ARE
PILOT HOLES IN THE BOTTOM TO INSTALL THE SCREWS
INTO.

4) FULLY TIGHTEN THE LEG LEVELLERS THAT WERE
INSTALLED IN STEP 2.

5) REPEAT STEPS 2, 3 AND 4 TO INSTALL THE LEG
ASSEMBLY AT THE BACK SIDE OF THE CABINET WITH
THE LEGS ORIENTED OPPOSITE DIRECTION OF THOSE 
INSTALLED ONTO THE FRONT.

6) INSTALL THE (4) LEG LEVELLERS INTO THE RIVNUTS
THAT ARE ON EACH FEET TO THE DESIRED HEIGHT.

7) SAFELY LIP THE THE CABINET OFF OF ITS BACK AND
ONTO ITS LEGS.


